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Automatic Change‐Over Regulator 
(Domestic Use) 

In a cylinder LP gas supply system, 
Automatic  Change‐Over Regulator is 
used to switch automatically between 
2 lines of cylinders by setting pressure. 

It is the most ideal solution to ensure a 
consistent and uninterrupted supply of 
LP Gas to a consumption side. 

Mainly this device is used for 
household or small sized restaurant. 



PRODUCT LINE UP 

RH8B RH8N‐H  RH8A  RH10ZC

PRODUCT LINE UP 

Model  Capacity BTU/HR (kg)
based on Propane 100%

Inlet Pressure 
Psig (bar)

Outlet Pressure
Psig (bar)

Max Blockade Pressure
Psig (bar)

Inlet Connection
inch (JIS)

Outlet Connection
inch (JIS) Dimension (mm) Remarks

RH8B 

382,000 (8)

22 (1.5) to 227 (15.6) 0.37 (0.025) to 0.48 (0.033) 0.5 (0.035) or below

Rc 1/4 1/2 Union

RH8K Rc 1/4 Rc 1/2 Inspection hole and Gas cock

RH8N‐H POL Handle x Rc 1/4 Rc 1/2

RH8N‐S POL Wrench x Rc 1/4 Rc  1/2

RH8A Rc 1/4 1/2 Union With Signal Transmitter

RH10

477,000 (120)

Rc 1/4 1/2 Union

RH10ZC POL Wrench Rc 3/4 Inspection hole and Gas cock

RH8B  RH8N‐H  RH8A  RH10ZC

OPERATIONAL PRINCIPAL 


