
HIGH PRESSURE HOSE FOR LPG   

Made in JAPAN  

LSH-S/H : HIGH PRESSURE HOSE FOR MANIFOLDS  

FEATURES 
1. Four Layers Structure  
2. Strong Weather Resistance 
3. Application of Resin Lining 
4. JLIA Approved   
       * JLIA: Japan Leather And Leather Good Industries Association  

We are ready to ship High Pressure Hose for LPG. 
Please inquire details through the following URL:     
http://www.kagla-overseas.com/contact/index.html 
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LSH-S/H : HIGH PRESSURE HOSE FOR MANIFOLDS  

Four Layers  Structure :  Reinforce  Pressure Resistance   

Hose Structure and Material  

Structure  Material  Remarks  

Resin Lining Layer  Spill Prevention Resin (Nylon Resin)    

Inner Rubber Layer  NBR (Nitriｌe Rubber)  Color : Black  

Reinforced Layer  Synthetic Fibers (Vinylon)  Two Layers Spiral  

External Rubber Layer  * Weather Resistance Synthetic Rubber  

Color : Black  
Pricking : Circular Upper Shaft 

Direction at two rows  

                                   * Strong Corrosion Protection is realized  

Specification 

Model LSH-6S LSH6-H LSH10-S LSH10-H
Inlet Bore POL Spanner POL Handle POL Spanner POL Handle 

Outlet Bore 
Length (mm)

R 1/4 R 1/4
650 1050


